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Number 7090
Case Powers Into Dozer Market

Case Construction Equipment is unveiling the first two models in a new line of crawler dozers, ideal for precision grading and heavy duty earthmoving applications. The 1650L is a high performance hydrostatic drive machine, designed for a range of residential, commercial, utility and highway preparation applications. The 1150K Series 3 is also hydrostatically driven, permitting full power turns for maximum productivity.
Power With Control

A Tier 3 certified Case 6.7 litre engine provides the power for both machines. A net power output of 144hp (107kW) and an impressive 669Nm of torque is available in the 1650L, while the 1150K has a rating of 118hp (88kW) with peak torque of 567Nm. In both cases that peak torque arrives at just 1,400rpm, and has been developed for powerful low down torque characteristics, ideal for a dozer application.
The engine power is sent to the tracks through a dual path PowerStat hydrostatic transmission, utilising variable axial piston pumps and motors to provide a maximum drawbar pull of 275.1kN in the larger machine and 213.5kN in the 1150K. As the transmission delivers drive to each track independently, it is possible to continue to push at full power throughout a turn, offering the operator maximum control for fine grading and for slope work.
The transmission has a single joystick drive control and the operator can choose infinite speed adjustment up to 9.7km/h, or opt for one of 10 pre-set speed increments, to suit the application.

Total Operator Comfort

An isolation-mounted cab offers low noise and vibration with a spacious environment for the operator. A narrow, advanced instrument cluster, is mounted in front of the driver with clear lines of visibility to either side of the blade and to the tracks. The engine canopy and nose section are tapered to further improve visibility to the working area.
At the rear the operator has a clear view down to towed equipment or to a choice of ripper attachments. If fitted, the standard ripper offers up to 483mm of cutting depth, with up to 5 ripper shanks in use on the 1650L and 3 shanks for the smaller model.

The cab is air-conditioned and features a deluxe air suspended seat, to provide all-day comfort for the operator. Single lever drive control provides infinitely adjustable direction and speed control for precision grading. Low effort blade controls further reduce effort for the driver, boosting productivity. 

Three Machines In One

Customers have a choice of three undercarriage configurations to meet their operating requirements on either machine. These include the 1650L XLT extra long track, with a 1.87m track gauge and 610mm track shoes; the 1650L WT wide track, with a 2.13m gauge and 711mm wide shoes; and the 1650LGP low ground pressure machine, which comes with the longer 2.13m gauge and 864mm wide track shoes. 

Ground pressure on the 1650L varies from the XLT at 0,428bar, to the WT at 0,387bar and the LGP undercarriage, which puts down just 0,319bar. All models use the Case Lubricated Track system, which is sealed and lubricated with an oil reservoir in each pin. An optional Case Extended Life Track, with a second hardened bushing, is available to extend track life in abrasive soil conditions.

Given the additional traction of the larger undercarriage models, the 1650L XLT comes as standard with a 3.2m blade width, with an SAE capacity of 3.1m3. The WT machine has a wider 3.98m blade, though with the same 3.1m3 capacity, while the LGP model uses the wider 3.98m attachment with a 3.2m3 capacity.

For the 1150K the XLT has a track gauge of 1.78m with a 610mm shoe, offering ground pressure of 0,397bar. The 1150K WT uses a 1.98m track gauge with 762mm width shoes and puts down 0,345bar. Finally the 1150K LGP offers the 1.98m gauge with 864mm wide track shoes, creating ground pressure of 0,292bar. Blade widths range from 3.05m on the XLT to 3.35m on the other two machines, offering capacities of 2.9m3 and 3.2m3 respectively. 

Ease Of Maintenance

Ground level access panels put all daily checks and regular service points within easy reach. Swing-out doors and spin-on filters cut service times, while quick-connect diagnostic ports make troubleshooting a simple task.

For more in-depth maintenance and repair of the driveline, electric and hydraulic components, the entire cab structure can be tilted to one side of the machine in less than 10 minutes, providing unrivalled access.

Full Line Manufacturer

Case Construction Equipment is a leading player in the global construction, industrial and agricultural equipment markets. As a full line supplier Case offers a wide range of equipment, from mini excavators to mining shovels, compact skid steers to heavy earthmoving wheeled loaders.
This new range of crawler dozers further extends the Case line-up, providing the ideal machines for a range of dozing applications.  
Quick Specifications 

Case 1650L

Operating weight kg: 15,965-17,042

Net rated engine output hp (kW): 144 (107)

Engine net torque (Nm): 669

Transmission: Dual path PowerStat hydrostatic

Speed range km/h: 0-9.7

SAE blade capacity m3: 3.1-3.2

Blade depth below ground mm: 490-589

Blade tilt, each end mm: 449-551

Ground pressure bar: 0,319-0,428
Case 1150K

Operating weight kg: 12,636-13,317

Net rated engine output hp (kW): 118 (88)

Engine net torque (Nm): 567

Transmission: Dual path PowerStat hydrostatic

Speed range km/h: 0-9.7

SAE blade capacity m3: 2.9-3.2

Blade depth below ground mm: 483

Blade tilt, each end mm: 439-483

Ground pressure bar: 0,292-0,397 
Case Construction Equipment sells and supports a full line of construction equipment around the world, including the No. 1 loader/backhoes, articulated trucks, crawler and wheeled excavators (including compact), telescopic handlers, motor graders, wheel loaders (including compact), vibratory compaction rollers, crawler dozers, skid steers, compact track loaders, tractor loaders and rough-terrain forklifts. Through Case dealers, customers have access to a true professional partner—with world-class equipment and aftermarket support, industry-leading warranties and flexible financing. More information is available at www.casece.com.

Case is a division of CNH Global N.V., whose stock is listed at the New York Stock Exchange (NYSE:CNH), which is a majority-owned subsidiary of Fiat S.p.A. (FIA.MI). More information about CNH can be found online at www.cnh.com .
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